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Laser Cutter Policy and File Setup Guide 

All students and faculty must review the laser cutter policy and prepare their design files prior to using 

the equipment. For more information about materials that are safe to laser cut, please check the “Laser 

Cutter Approved and Banned Materials List” PDF on the Digital Fabrication webpage and research your 

material options in advance. 

Laser Cutter Policy: 

Failure to comply with lab and safety policies may result in removal of lab privileges. 

¶ Users must always remain next to the laser machines as the equipment is running a job 

¶ Only one user may operate one machine at a time 

¶ The lab computers are only reserved for setting up and sending laser jobs 

¶ Only approved materials are permitted inside the laser machines 

¶ No open food or drink is permitted in the lab and near the equipment 

¶ Users must clean up their space and the inside of the laser beds after usage 

Standard Laser Cutter Final File Export: 

Most laser jobs should be prepared in advance for use on the standard size (24 x 36” or 18 x 24”) laser 

cutters. 

1. Prepare drawing in native software by placing lines into a box representing the size of the 

materials 

a. Max machine bed sizes are 24 x 36” and 18 x 24” 

b. Lines must be vector 

2. Separate lines into separate colors/layers to differentiate lines intended for cutting (Red) and for 

scoring (Yellow) 

3. Convert units to inches and export as a DWG file 

a. Users may export out multiple sheets as individual files, or may include all sheets into 

one single file for copy-pasting onto the template 

b. DWG files can be downloaded through email or opened with a thumb drive in the lab 
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Large Format Laser Cutter Final Export: 

The large-format machine is only reserved for cuts that cannot otherwise be completed on the smaller 

equipment. The large-format machine is not used for cutting multiple small designs out of large un-

trimmed sheet stock, as the laser is slower than on the standard equipment and requires the user to 

manually level the bed before use. 

1. Follow steps 1-2 above in “Standard Laser Cutter Final File Preparation” for setting up vector 

lines 

a. Max machine bed size is 36 x 48” 

2. Convert units to inches and export each 
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